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1376537431 ST175/80R13 6 C 91/87 L 24.0 7.0 8.2 5.0 1360/1200 50 1P+2S 16.3 

1376530771 ST205/75R14 6 C 100/96 L 26.1 8.0 8.2 5.5 1760/1570 50 2P+2S+1N 22.1 

1376530781 ST205/75R15 6 C 101/97 L 27.1 8.0 8.2 5.5 1820/1610 50 2P+2S+1N 22.9 

1376530782 ST205/75R15 8 D 107/102 L 27.1 8.0 8.2 5.5 2150/1870 65 2P+2S+1N 24.5 

1376531771 ST215/75R14 6 C 102/98 L 26.7 8.5 8.2 6.0 1870/1650 50 2P+2S+1N 22.7 

1376532752 ST225/75R15 8 D 113/108 L 28.3 8.8 8.2 6.0 2540/2200 65 2P+2S+1N 27.6 

1376532753 ST225/75R15 10 E 117/112 L 28.3 8.8 8.2 6.0 2830/2470 80 2P+2S+1N 28.4 

1376533804 ST235/80R16 10 E 123/119 L 30.8 9.3 8.2 6.5 3420/3000 80 2P+2S+1N 36.6 

1376533853 ST235/85R16 10 E 125/121 L 31.7 9.3 8.2 6.5 3640/3200 80 2P+2S+1N 37.9 

1376533854 ST235/85R16 12 F 128/124 L 31.7 9.3 8.2 6.5 3862/3520 95 2P+2S+1N 37.9

ST RADIAL TRAILER

FEATURES & BENEFITS
• Special tread compound designed to decrease rolling 

resistance which leads to increased fuel economy.
• Protective nylon wrap over the 2 steel belts helps 

maintain uniformity and protect against heat buildup.*
• New center rib tread design contributes to improved 

vehicle tracking.
• Radial construction provides excellent shock 

absorption and superior load-handling performance.
• Dual steel belts provide added strength and stability 

while towing.

* Not available in size ST175/80R13
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