RLB40O0 -

CLOSED SHOULDER
DRIVE-POSITION TIRE

Tighter tread block-to-void ratio helps keep the
crown of the tire stable during rotation, leading
to longer tread wear.

Center sipes in the tread blocks help to grip the
road surface, providing excellent traction and
stability.

Stone ejectors offer protection and prevent
debris from drilling into the casing.

Full 30/32" tread depth provides exceptionally
long wear across multiple applications.
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1133481255 11R22.5 14 G 144/142 L 420 10.9
1133481256 1R22.5 16 H 148/145 J 42.0 10.9
1133489255 295/75R22.5 14 G 144141 L 4.2 "7
1133481455 1R24.5 14 G 146143 L 43.9 10.9
1133481456 11R24.5 16 H 149/146 J 43.9 10.9
1133488455 285/75R24.5 14 G 144141 L 421 1.0

* Only available in Mexico
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8.25 6175Ib/105psi
825 69401b/123psi
9.00 6175Ib/110psi
825 66101b/105psi
8.25 71601b/120psi
825 61751b/110psi

]
ViV |ong Haul

DUAL STATIC
MAX LOAD/ LOAD
PRESSURE RADIUS
58401Ib/105psi 201
63901b/123psi 201
5675Ib/110psi 19.4
6005Ib/105psi 211
66101b/120psi 211
5675Ib/110psi 19.8

3PMSF Certified for Winter
& Snow Conditions

488 128lb/58kg it
488 131Ib/59kg T
498 130Ib/59kg it
466 139Ib/63kg T
466 142Ib/64kg it
485 132Ib/60kg T

www.HuayiTireCanada.com


https://www.doublecointires.com/tire/rlb400/
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