RLB452 .~

ULTRA PREMIUM OPEN
SHOULDER DRIVE-POSITION TIRE

- Robust casing design with stone ejectors
preserves the casing, maximizing service life.

. Offset shoulder blocks with ties keep the
tread stable, providing long tread life.

. Deep original tread for higher removal
mileage.
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1133621255 1R22.5 14 G 144142 L 419 mn
1133621256 1R22.5 16 H 148/145 L 41.9 n1
1133629255 295/75R22.5 14 G 1441141 L 411 1.9
1133629257 295/75R22.5 16 H 146/143 J 41 1n.9
1133621455 11R24.5 14 G 146143 L 436 10.9
1133621456 11R24.5 16 H 149/146 L 436 10.9
1133628455 285/75R24.5 14 G 1441141 L M2 10.9
1133628457 285/75R24.5 16 H 1471144 K 41.2 10.9
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8.25 6175Ib/105psi
8.25 69401b/123psi
9.00 6175Ib/110psi
9.00 66101b/120psi
8.25 6610Ib/105psi
8.25 71601b/120psi
8.25 6175Ib/110psi
8.25 67801b/120psi

——

'i‘ Long Haul

UAL STATIC
MAX LOAD/ LOAD
PRESSURE RADIUS
58401b/105psi 19.6
63901b/123psi 196
5675Ib/10psi 193
6005Ib/120psi 19.2
6005Ib/105psi 201
66101b/120psi 201
5675Ib/10psi 19.6
61751b/120psi 196

3PMSF Certified for Winter
& Snow Conditions

496 1291b/58kg TL
496 132Ib/60kg TL
505 1311b/59kg TL
506 1311b/59g TL
476 138Ib/62kg TL
476 1411b/64kg TL
493 1311b/59kg TL
493 1311b/59g TL
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